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My list of favourites

Your personal list of favourites (pinboard) contains the following products:

Pressure pipes

Material SDR d 
(mm)

e 
(mm)

Weight 
(kg/m)

Length 
(m)

Product no. Quantity

PP-H 11 10 1.8 0.046 5 010000716

PP-H 11 12 1.8 0.057 5 010000717

PP-H 11 16 1.8 0.080 5 010013652

PP-H 11 20 1.9 0.107 5 010000720

PP-H 11 25 2.3 0.164 5 010000722

PP-H 11 32 2.9 0.260 5 010000724

PP-H 11 40 3.7 0.412 5 010000726

PP-H 11 50 4.6 0.638 5 010000730

PP-H 11 63 5.8 1.010 5 010000733

PP-H 11 75 6.8 1.400 5 010000736

PP-H 11 90 8.2 2.030 5 010000740

PP-H 11 110 10.0 3.010 5 010000745

PP-H 11 125 11.4 3.910 5 010000749

PP-H 11 140 12.7 4.870 5 010000752

PP-H 11 160 14.6 6.390 5 010000757

PP-H 11 180 16.4 8.070 5 010000760

PP-H 11 200 18.2 9.950 5 010000765

PP-H 11 225 20.5 12.600 5 010000768

PP-H 11 250 22.7 15.500 5 010000772

PP-H 11 280 25.4 19.400 5 010000775

PP-H 11 315 28.6 24.600 5 010000780

PP-H 11 355 32.2 31.200 5 010000784

PP-H 11 400 36.3 39.600 5 010000789

PP-H 11 450 40.9 50.100 5 010003083

PP-H 11 500 45.4 61.800 5 010000796
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Technical Data – Fittings - 04.11.2019

PP Tees, injected, for socket welding

Product details:

Product image for illustration purposes only.

grey - RAL 7032·
injected, for socket welding·
DIN EN ISO 15494/C·

Art. No.kg/pieceLengthPNtz1d
(mm)(bar)(mm)(mm)(mm)

0205000150.0295112.514.525.520
0205000160.0415912.51629.525
0205000170.0617012.5183532
0205000180.1088312.520.541.540
0205000190.1609912.523.549.550
0205000200.29512012.527.56063
0205000210.35513912.53169.575
0205000220.63016312.535.581.590
0205000231.03019512.541.597.5110

All information provided in respect of technical data shall be considered non-binding. This information does not constitute a guarantee of specific
properties or qualities and shall not be construed as a warranty in regard to product condition, durability or service life. Subject to modifications
and errors. Our standard terms and conditions apply. For further information, please contact our applications engineering team:
pipingsystems@simona.de.
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Technical Data – Fittings - 13.01.2020

PP Elbows 90°, injected, for socket welding

Product details:

Product image for illustration purposes only.

grey - RAL 7032·
injected, for socket welding·
DIN EN ISO 15494/C·

Art. No.kg/pieceAnglePNtd
(°)(bar)(mm)(mm)

0102000830.0209012.514.520
0102000840.0289012.51625
0102000850.0469012.51832
0102000860.0829012.520.540
0102000870.1269012.523.550
0102000880.1789012.527.563
0102000890.2709012.53175
0102000900.4809012.535.590
0102000910.8559012.541.5110

All information provided in respect of technical data shall be considered non-binding. This information does not constitute a guarantee of specific
properties or qualities and shall not be construed as a warranty in regard to product condition, durability or service life. Subject to modifications
and errors. Our standard terms and conditions apply. For further information, please contact our applications engineering team:
pipingsystems@simona.de.
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Technical Data – Fittings - 13.01.2020

PP Elbows 45°, injected, for socket welding

Product details:

Product image for illustration purposes only.

grey - RAL 7032·
injected, for socket welding·
DIN EN ISO 15494/C·

Art. No.kg/pieceAnglePNtd
(°)(bar)(mm)(mm)

0102000920.0184512.514.520
0102000930.0254512.51625
0102000940.0364512.51832
0102000950.0714512.520.540
0102000960.1034512.523.550
0102000970.1484512.527.563
0102000980.2004512.53175
0102000990.3354512.535.590
0102001000.6104512.541.5110

All information provided in respect of technical data shall be considered non-binding. This information does not constitute a guarantee of specific
properties or qualities and shall not be construed as a warranty in regard to product condition, durability or service life. Subject to modifications
and errors. Our standard terms and conditions apply. For further information, please contact our applications engineering team:
pipingsystems@simona.de.
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Technical Data – Fittings - 04.11.2019

PP Reducers concentric

Product details:

Product image for illustration purposes only.

grey - RAL 7032·
injected, for socket welding·
DIN EN ISO 15494/C·

Art. No.kg/piecePNtLd2d1
(bar)(mm)(mm)(mm)(mm)

0149003940.01012.514.5312025
0149009910.01712.514432032
0149003950.01712.516372532
0149009920.02212.514482040
0149003960.02412.516442540
0149003970.03012.518443240
0149009930.03612.514542050
0149003980.03512.51852.53250
0149003990.05112.520.552.54050
0149009950.06012.516642563
0149004000.05712.51863.53263
0149009960.07012.520.563.54063
0149004010.08612.523.563.55063
0149004020.10612.52761.66375
0149004030.17112.52783.56390
0149004040.15012.53183.57590
0149004050.26012.535.5100.590110

All information provided in respect of technical data shall be considered non-binding. This information does not constitute a guarantee of specific
properties or qualities and shall not be construed as a warranty in regard to product condition, durability or service life. Subject to modifications
and errors. Our standard terms and conditions apply. For further information, please contact our applications engineering team:
pipingsystems@simona.de.
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Technical Data – Fittings - 25.11.2019

PP Adaptors with threaded female end Rp

Product details:

Product image for illustration purposes only.

grey - RAL 7032·
injected, for socket welding·
with cylindric threaded female end Rp (acc. to
DIN EN 10226/1), max. admissable operating
overpressure for water at +20°C 8 bar,with
reinforcement-ring made of galvanised steel,
double-layer PTFE tape recommended as
sealant, execution with NPT-thread: use of PP
Adaptors NPT (see page 76) and PP Sockets
(see page 84)

·

DIN EN ISO 15494/C·
Art. No.kg/pieceLengthSWPNRPd

(mm)(mm)(bar)(")(mm)
0140000260.018353281/220
0140000270.025393683/425
0140000280.03445468132
0140000370.064535581 1/440
0140000360.100546581 1/250
0140000410.14562808263

All information provided in respect of technical data shall be considered non-binding. This information does not constitute a guarantee of specific
properties or qualities and shall not be construed as a warranty in regard to product condition, durability or service life. Subject to modifications
and errors. Our standard terms and conditions apply. For further information, please contact our applications engineering team:
pipingsystems@simona.de.
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Technical Data – Fittings - 25.11.2019

PP Adaptors with threaded male end R

Product details:

Product image for illustration purposes only.

grey - RAL 7032·
injected, for socket welding·
with conical threaded male end R (acc. to DIN
EN 10226/1), max. admissable operating
overpressure for water at +20°C 8 bar,
double-layer PTFE tape recommended as
sealant, execution with NPT-thread: Use of PP
Adaptors NPT (see page 77) and PP Sockets
(see page 84)

·

DIN EN ISO 15494/C·
Art. No.kg/pieceLengthSWPNRd

(mm)(mm)(bar)(")(mm)
0107000300.012582481/220
0107000350.017463083/425
0107000320.02251368132
0107000580.041564681 1/440
0107000270.064615581 1/250
0107000590.10069658263

All information provided in respect of technical data shall be considered non-binding. This information does not constitute a guarantee of specific
properties or qualities and shall not be construed as a warranty in regard to product condition, durability or service life. Subject to modifications
and errors. Our standard terms and conditions apply. For further information, please contact our applications engineering team:
pipingsystems@simona.de.
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Technical Data – Fittings - 04.11.2019

PP End caps for socket welding

Product details:

Product image for illustration purposes only.

grey - RAL 7032·
injected, for socket welding·
DIN EN ISO 15494/C·

Art. No.kg/pieceLengthPNtd
(mm)(bar)(mm)(mm)

0206000060.01022.512.514.520
0206000070.0152712.51625
0206000080.0243112.51832
0206000260.0373612.520.540
0206000090.0614312.523.550
0206000100.0865212.527.563
0206000270.1365912.53175
0206000110.2356912.535.590
0206000120.4058212.541.5110

All information provided in respect of technical data shall be considered non-binding. This information does not constitute a guarantee of specific
properties or qualities and shall not be construed as a warranty in regard to product condition, durability or service life. Subject to modifications
and errors. Our standard terms and conditions apply. For further information, please contact our applications engineering team:
pipingsystems@simona.de.
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Technical Data – Fittings - 04.11.2019

PP Stub flanges for socket welding for loose flange ISO/DIN

Product details:

grey - RAL 7032·
injected, for socket welding, serrated
flange face·
DIN EN ISO 15494/C·

Art. No.kg/pieceMaterialPNtbd6d5d
(bar)(mm)(mm)(mm)(mm)(mm)

0156000430.016PP-H12.514.510452720
0156000440.028PP-H12.51610583325
0156000240.036PP-H12.518.110684132
0156000450.050PP-H12.520.511785040
0156000460.064PP-H12.523.512886150
0156000250.098PP-H12.527.4141027663
0156000170.091PP-R12.531101069075
0156000180.162PP-R12.535.51112510990
0156000190.255PP-R12.541.512150131110

All information provided in respect of technical data shall be considered non-binding. This information does not constitute a guarantee of specific
properties or qualities and shall not be construed as a warranty in regard to product condition, durability or service life. Subject to modifications
and errors. Our standard terms and conditions apply. For further information, please contact our applications engineering team:
pipingsystems@simona.de.
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Technical Data – Fittings - 22.11.2019

PP Stub flanges for socket welding for loose flange ANSI

Product details:

grey - RAL 7032·
injected, for socket welding, serrated
flange face·
DIN EN ISO 15494/C·

Art. No.kg/pieceMaterialPNtbd in Zolld6d5DNd
(bar)(mm)(mm)(mm)(mm)(mm)(mm)

0156001020.014PP-H12.514.510144261520
0156001030.023PP-H12.51610354322025
0156000600.029PP-H12.51810163392532
0156001010.042PP-H12.520.511173483240
0156001040.059PP-H12.523.512282.5604050
0156001050.092PP-H12.527.5142101725063
0156000520.080PP-R12.531102106856575
0156000530.152PP-R12.535.51131251068090
0156000230.215PP-R12.541.5124150124100110

All information provided in respect of technical data shall be considered non-binding. This information does not constitute a guarantee of specific
properties or qualities and shall not be construed as a warranty in regard to product condition, durability or service life. Subject to modifications
and errors. Our standard terms and conditions apply. For further information, please contact our applications engineering team:
pipingsystems@simona.de.
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Technical Data – Fittings - 04.11.2019

PP/Steel Loose flanges for stub flanges for socket welding,
ISO/DIN drilled

Product details:

Ø d2 x n

Ø d6

Ø k

Ø D

b

Product image for illustration purposes only.

grey/black·
For diameters 20 up to 75 ISO/DIN loose
flanges for stub flanges can be used·
DIN EN ISO 15494/C·

Art. No.kg/pieceMAnzahl nDrilled PNkbDd6d2Load PNDNd
(mm)(mm)(mm)(mm)(mm)(mm)(mm)

0130000431.249M16810/161602020011018168090
0130000451.365M16810/161602020011018168090
0130000441.467M16810/16180202201331816100110
0130000461.462M16810/16180202201331816100110

All information provided in respect of technical data shall be considered non-binding. This information does not constitute a guarantee of specific
properties or qualities and shall not be construed as a warranty in regard to product condition, durability or service life. Subject to modifications
and errors. Our standard terms and conditions apply. For further information, please contact our applications engineering team:
pipingsystems@simona.de.
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Technical Data – Fittings - 04.11.2019

PP/Steel Loose flanges for stub flanges for socket welding, ANSI
drilled

Product details:

Ø d2 x n

Ø d6

Ø k

Ø D

b

Product image for illustration purposes only.

black·
Drilled acc. to ANSI B 16,5 - 150lbs, for
diameters 20 up to 75 loose flanges for stub
flanges, ANSI drilled can be used

·

Art. No.Connection
Inch

Anzahl nkbDd6d2Load lbsDNd
(")(mm)(mm)(mm)(mm)(mm)(mm)(mm)

0130004108152.418190107.5191508090
0130004118190.518227127.518150100110

All information provided in respect of technical data shall be considered non-binding. This information does not constitute a guarantee of specific
properties or qualities and shall not be construed as a warranty in regard to product condition, durability or service life. Subject to modifications
and errors. Our standard terms and conditions apply. For further information, please contact our applications engineering team:
pipingsystems@simona.de.
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Technical Data – Fittings - 04.11.2019

PP/Steel Blind flanges, ISO/DIN drilled

Product details:

Product image for illustration purposes only.

black, grey on request·
Drilled PN 10/16 up to d 180 mm·
DIN EN ISO 15494/C, drilled PN 10, DIN EN
1092/1 (replaces ISO/DIN 2501)·

Art. No.kg/pieceAnzahl nDrilled PNkbDd2Load PNDNd
(mm)(mm)(mm)(mm)(mm)(mm)

0131000030.290410/1665169514101520
0131000040.380410/16751210518102025
0131000050.596410/16851811514102532
0131000060.830410/161001714018103240
0131000071.057410/161101815018104050
0131000081.303410/161251816518105063
0131000091.580410/161451818518106575
0131000102.279810/161602020018108090
0131000112.813810/16180202201810100110
0131000122.867810/16180202201810100125
0131000133.920810/16210242501810125140
0131000147.085810/16240222852210150160
0131000157.139810/16240242852210150180
01310001610.550810295243402210200200
01310001710.607810295243402210200225
01310001814.0401210350303952210250250
01310001914.0401210350303952210250280
01310002026.4801210400344452210300315
01310002139.0001610460395052210350355
01310002250.4001610515465742510400400

All information provided in respect of technical data shall be considered non-binding. This information does not constitute a guarantee of specific
properties or qualities and shall not be construed as a warranty in regard to product condition, durability or service life. Subject to modifications
and errors. Our standard terms and conditions apply. For further information, please contact our applications engineering team:
pipingsystems@simona.de.
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