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My list of favourites

Your personal list of favourites (pinboard) contains the following products:

Pressure pipes

Material SDR d 
(mm)

e 
(mm)

Weight 
(kg/m)

Length 
(m)

Product no. Quantity

PP-H 11 10 1.8 0.046 5 010000716

PP-H 11 12 1.8 0.057 5 010000717

PP-H 11 16 1.8 0.080 5 010013652

PP-H 11 20 1.9 0.107 5 010000720

PP-H 11 25 2.3 0.164 5 010000722

PP-H 11 32 2.9 0.260 5 010000724

PP-H 11 40 3.7 0.412 5 010000726

PP-H 11 50 4.6 0.638 5 010000730

PP-H 11 63 5.8 1.010 5 010000733

PP-H 11 75 6.8 1.400 5 010000736

PP-H 11 90 8.2 2.030 5 010000740

PP-H 11 110 10.0 3.010 5 010000745

PP-H 11 125 11.4 3.910 5 010000749

PP-H 11 140 12.7 4.870 5 010000752

PP-H 11 160 14.6 6.390 5 010000757

PP-H 11 180 16.4 8.070 5 010000760

PP-H 11 200 18.2 9.950 5 010000765

PP-H 11 225 20.5 12.600 5 010000768

PP-H 11 250 22.7 15.500 5 010000772

PP-H 11 280 25.4 19.400 5 010000775

PP-H 11 315 28.6 24.600 5 010000780

PP-H 11 355 32.2 31.200 5 010000784

PP-H 11 400 36.3 39.600 5 010000789

PP-H 11 450 40.9 50.100 5 010003083

PP-H 11 500 45.4 61.800 5 010000796
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Technical Data – Fittings - 25.11.2019

PP Tees, injected

Product details:

Product image for illustration purposes only.

grey - RAL 7032·
injected, for butt welding·
more designs, see page 63·
DIN EN ISO 15494/C·

Art. No.kg/pieceMaterialLengthz1le1edSDR
(mm)(mm)(mm)(mm)(mm)

0103001930.021PP-H7938111.92011
0103001940.030PP-H8442112.32511
0103001950.044PP-H8844112.93211
0103001960.065PP-H9246113.74011
0103001980.111PP-H10050124.65011
0103002000.235PP-H13467175.86311
0103002020.360PP-H15075196.87511
0100193490.680PP-H206103428.29011
0100193511.230PP-H2541275610.011011
0103001581.600PP-R2501255211.412511
0103001612.480PP-R3181596312.714011
0100229573.250PP-H3201605714.616011
0103001665.475PP-R4302159416.418011
0103001696.810PP-R4402209018.220011
0100256338.840PP-H4502257620.522511
01030017510.400PP-R4542276822.725011
01030017815.170PP-R5342678725.428011
01030018120.330PP-R5662838628.631511
01030018330.200PP-R69834910332.235511
01030018539.100PP-R72036010536.340011
01030095461.129PP-R83841913740.945011
01030095684.230PP-R93046516045.450011

All information provided in respect of technical data shall be considered non-binding. This information does not constitute a guarantee of specific
properties or qualities and shall not be construed as a warranty in regard to product condition, durability or service life. Subject to modifications
and errors. Our standard terms and conditions apply. For further information, please contact our applications engineering team:
pipingsystems@simona.de.

Page 1 of 1SIMONA AG · Teichweg 16 · D-55606 Kirn · Phone +49 (0) 6752 14-0 · pipingsystems@simona.de · www.simona.de



Technical Data – Fittings - 19.03.2020

PP Tees with reduced branch, injected

Product details:

Product image for illustration purposes only.

grey - RAL 7032·
injected, with elongated spigot, for butt
welding, IR- and electrofusion welding·
Based on DIN EN ISO 15494/C·

Art. No.kg/pieceLengthz2z1le2le1e2ed2d1SDR
(mm)(mm)(mm)(mm)(mm)(mm)(mm)(mm)(mm)

0135001430.30021510310856634.65.8506311
0135003310.54025311312756704.66.8507511
0135001440.56025511712863705.86.8637511
0135005780.79028212714166825.88.2639011
0135001450.80028013813668736.88.2759011
0135003321.34532814916468885.810.06311011
0135001461.25032015115970866.810.07511011
0135003331.44032015815979868.210.09011011
0223000391.6603401708.211.49012511
0135003341.86034117017183901011.411012511
0135001473.440416170208651055.814.66316011
0135003352.56034318017274986.814.67516011
0135005793.685412190206831048.214.69016011
0135005803.685414200207891041014.611016011
0223000364.3604272008.216.49018011
0223000414.6404642251016.411018011
0223001615.700500190250631225.818.26320011
0223001626.550498207250791225.118.29020011
0223001637.040500215250821226.318.211020011
0135003378.300500234250981229.118.216020011
0135003386.400555227276701206.820.57522511
0135001489.380556228278821298.220.59022511
0135005816.600556238278861301020.511022511
01350058210.00056025828010913014.620.516022511
01350033910.45056028027610512016.420.518022511
02230016615.280695277346821501028.611031511
02230016716.60069529034610215014.628.616031511
02230004324.82065033520.528.622531511
02230016821.00069532534613015022.728.625031511

All information provided in respect of technical data shall be considered non-binding. This information does not constitute a guarantee of specific
properties or qualities and shall not be construed as a warranty in regard to product condition, durability or service life. Subject to modifications
and errors. Our standard terms and conditions apply. For further information, please contact our applications engineering team:
pipingsystems@simona.de.
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Technical Data – Fittings - 27.04.2018

PP Bends 90°

Product details:

Product image for illustration purposes only.

grey - RAL 7032·
injected (r ~ d), for butt welding·
DIN EN ISO 15494/C·

Art. No.kg/pieceMaterialAnglez1le1edSDR
(°)(mm)(mm)(mm)(mm)

0101004260.009PP-H9038181.92011
0101004270.015PP-H9043182.32511
0101004280.030PP-H9054222.93211
0101004290.053PP-H9062223.74011
0101004310.093PP-H9072224.65011
0101004330.191PP-H9086225.86311
0101004350.295PP-H9098226.87511
0101004370.493PP-H90115258.29011
0101004400.895PP-H901382810.011011
0101004420.820PP-H901573211.412511
0101004441.725PP-H901753512.714011
0101004471.765PP-H902004014.616011
0101004492.410PP-H902254516.418011
0101004523.440PP-H902061918.220011
0101004544.844PP-H902362120.522511
0101003866.250PP-R902562022.725011
0101003898.840PP-R902902425.428011
01010039212.620PP-R903242228.631511
01010039519.365PP-R903853832.235511
01010039828.650PP-R904384136.340011
01002677652.551PP-R905106040.945011
01002677828.650PP-R905606045.450011

All information provided in respect of technical data shall be considered non-binding. This information does not constitute a guarantee of specific
properties or qualities and shall not be construed as a warranty in regard to product condition, durability or service life. Subject to modifications
and errors. Our standard terms and conditions apply. For further information, please contact our applications engineering team:
pipingsystems@simona.de.
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Technical Data – Fittings - 30.01.2020

PP Elbows 45°, injected

Product details:

Product image for illustration purposes only.

grey - RAL 7032·
injected, with elongated spigot, for butt
welding, IR- and electrofusion welding·
SDR 17.6 on request·
Based on DIN EN ISO 15494/C·

Art. No.kg/pieceMaterialAnglePNz1le1edSDR
(°)(bar)(mm)(mm)(mm)(mm)

0192000830.019PP-H451072521.92011
0192000840.030PP-H451076572.32511
0192000850.056PP-H451090712.93211
0192000860.088PP-H451095733.74011
0192000870.108PP-H451076624.65011
0192000890.203PP-H451088665.86311
0192000900.290PP-H451090716.87511
0192000920.460PP-H4510105838.29011
0192000940.785PP-H45101219310.011011
0192000951.130PP-H45101379811.412511
0192003851.685PP-H451016812212.714011
0192000972.530PP-H451019014314.616011
0192001493.340PP-H451019614116.418011
0192001514.540PP-H451020715318.220011
0192000985.750PP-H451021015320.522511
0192002967.875PP-R451022013422.725011
01920029810.060PP-R451022714325.428011
01920030013.675PP-R451025015528.631511

All information provided in respect of technical data shall be considered non-binding. This information does not constitute a guarantee of specific
properties or qualities and shall not be construed as a warranty in regard to product condition, durability or service life. Subject to modifications
and errors. Our standard terms and conditions apply. For further information, please contact our applications engineering team:
pipingsystems@simona.de.
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Technical Data – Fittings - 04.11.2019

PP Adaptors with threaded female end

Product details:

Product image for illustration purposes only.

grey - RAL 7032·
injected, with elongated spigot, for butt
welding, IR- and electrofusion welding·
with cylindric threaded female end Rp (acc. to
DIN EN 10226/1), with conical threaded
female end NPT, with reinforcement-ring made
of galvanised steel, max. admissable operating
overpressure for water at +20°C 8 bar,
double-layer PTFE tape recommended as
sealant

·

DIN EN ISO 15494/C·
Art. No.kg/pieceLengthGewindeSWaPNRPle1edSDR

(mm)(mm)(mm)(bar)(")(mm)(mm)(mm)

0188000010.01658Female
thread Rp301681/2391.92011

0188000070.0165830168411.92011

0188000020.02163Female
thread Rp361883/4412.32511

0188000080.0226336188412.32511

0188000030.04071Female
thread Rp462181442.93211

0188000090.0407146218442.93211

0188000040.05879Female
thread Rp552381 1/4493.74011

0188000100.0587955238493.74011

0188000050.08084Female
thread Rp622481 1/2554.65011

0188000110.0798462248554.65011

0188000060.14097Female
thread Rp752982635.86311

0188000120.1499775298635.86311

All information provided in respect of technical data shall be considered non-binding. This information does not constitute a guarantee of specific
properties or qualities and shall not be construed as a warranty in regard to product condition, durability or service life. Subject to modifications
and errors. Our standard terms and conditions apply. For further information, please contact our applications engineering team:
pipingsystems@simona.de.
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Technical Data – Fittings - 07.09.2018

PP Adaptors with threaded male end

Product details:

Product image for illustration purposes only.

grey - RAL 7032·
injected, with elongated spigot, for butt
welding, IR- and electrofusion welding·
with conical threaded male end R (acc. to DIN
EN 10226/1), with conical threaded male end
NPT, max. admissable operating overpressure
for water at +20°C 8 bar, double-layer PTFE
tape recommended as sealant

·
DIN EN ISO 15494/C·

Art. No.kg/pieceLengthGewindeSWaPNle1edSDR
(mm)(mm)(mm)(bar)(mm)(mm)(mm)

0189000070.00858Male thread
NPT24148411.92011

0189000080.01561Male thread
NPT27148412.32511

0189000090.02169Male thread
NPT36188442.93211

0189000100.04175Male thread
NPT46198493.74011

0189000110.05982Male thread
NPT55208554.65011

0189000120.09691Male thread
NPT55218635.86311

All information provided in respect of technical data shall be considered non-binding. This information does not constitute a guarantee of specific
properties or qualities and shall not be construed as a warranty in regard to product condition, durability or service life. Subject to modifications
and errors. Our standard terms and conditions apply. For further information, please contact our applications engineering team:
pipingsystems@simona.de.
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Technical Data – Fittings - 21.11.2019

PP Reducers concentric, injected

Product details:

Product image for illustration purposes only.

grey - RAL 7032·
injected, for butt welding·
DIN EN ISO 15494/C·

Art. No.kg/pieceMaterialLengthle2le1e2ed2d1SDR
(mm)(mm)(mm)(mm)(mm)(mm)(mm)

0149009970.004PP-H255101.92.3202511
0149009980.013PP-R7024241.92.9203211
0149003680.015PP-H6825252.32.9253211
0149009990.015PP-H481.93.7204011
0149010000.021PP-H6222222.33.7254011
0149010010.022PP-H6225252.93.7324011
0149003690.037PP-H8525252.34.6255011
0149003700.043PP-H8527272.94.6325011
0149003710.047PP-H8326303.74.6405011
0149003720.064PP-H8925272.95.8326311
0149003730.070PP-H8927283.75.8406311
0149003740.079PP-H8725254.65.8506311
0149002790.060PP-R7020302.96.8327511
0149002800.070PP-R7023303.76.8407511
0149002810.080PP-H7028304.66.8507511
0149010050.112PP-H8926255.86.8637511
0149003750.145PP-H9325284.68.2509011
0149003760.162PP-H9228285.88.2639011
0149003770.174PP-H9026316.88.2759011
0149003780.205PP-H9620284.610.05011011
0149003790.238PP-H11035415.810.06311011
0149003800.263PP-H9628406.810.07511011
0149003810.280PP-H10540418.210.09011011
0149003830.299PP-H9819326.811.47512511
0149003840.345PP-H11040408.211.49012511
0149003850.375PP-H10040401011.411012511
0149010060.515PP-H13541526.812.77514011
0149010070.530PP-H13040508.212.79014011
0149010080.540PP-H12040501012.711014011
0149010090.600PP-H120415311.412.712514011
0149003860.695PP-H14134488.214.69016011
0149003870.685PP-H12934401014.611016011
0149003880.725PP-H122324011.414.612516011
0149003890.725PP-H125384912.714.614016011
0149010100.800PP-H14540508.216.49018011
0149010111.010PP-H15040501016.411018011
0149010120.985PP-H145405211.416.412518011
0149010130.995PP-H135475112.716.414018011
0149003061.020PP-H135525514.616.416018011
0149010151.240PP-H148436312.718.214020011
0149003901.290PP-H145506314.618.216020011
0149010161.300PP-H145455016.418.218020011
0149003911.575PP-H157486112.720.514022511
0149003921.655PP-H161546514.620.516022511
0149003931.770PP-H163586016.420.518022511
0149003131.920PP-R145536318.220.520022511
0149003142.155PP-R170536314.622.716025011
0149003152.325PP-R175586416.422.718025011
0149003162.500PP-R180646418.222.720025011
0149003172.750PP-R180837520.522.722525011
0149003183.450PP-R214547518.225.420028011
0149003193.425PP-R203577220.525.422528011
0149003201.980PP-R202627222.725.425028011
0149003214.520PP-R230508018.228.620031511
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Art. No.kg/pieceMaterialLengthle2le1e2ed2d1SDR
(mm)(mm)(mm)(mm)(mm)(mm)(mm)

0149003225.110PP-R237608420.528.622531511
0149003235.105PP-R231638622.728.625031511
0149003245.195PP-R222708025.428.628031511

All information provided in respect of technical data shall be considered non-binding. This information does not constitute a guarantee of specific
properties or qualities and shall not be construed as a warranty in regard to product condition, durability or service life. Subject to modifications
and errors. Our standard terms and conditions apply. For further information, please contact our applications engineering team:
pipingsystems@simona.de.

Page 2 of 4SIMONA AG · Teichweg 16 · D-55606 Kirn · Phone +49 (0) 6752 14-0 · pipingsystems@simona.de · www.simona.de



Technical Data – Fittings - 25.11.2019

PP End caps

Product details:

Product image for illustration purposes only.

grey - RAL 7032·
injected, with elongated spigot, for butt
welding, IR- and electrofusion welding·
Executions > d 225 mm on page 41·
Based on DIN EN ISO 15494/C·

Art. No.kg/pieceLengthPNle1edSDR
(mm)(bar)(mm)(mm)(mm)

0196001350.0054910421.92011
0196001130.0065210422.32511
0139000930.0165710472.93211
0196000340.0236410513.74011
0196000300.0487210594.65011
0196000370.0878610675.86311
0196000310.1389410736.87511
0196000390.22211210838.29011
0196000320.375124109010.011011
0196000410.520130109411.412511
0196000430.695142109912.714011
0196000511.0401621010914.616011
0196000451.3751701011316.418011
0196000261.8601801011718.220011
0196000482.6252051012920.522511

All information provided in respect of technical data shall be considered non-binding. This information does not constitute a guarantee of specific
properties or qualities and shall not be construed as a warranty in regard to product condition, durability or service life. Subject to modifications
and errors. Our standard terms and conditions apply. For further information, please contact our applications engineering team:
pipingsystems@simona.de.
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Technical Data – Fittings - 19.03.2020

PP Stub flanges for loose flange ISO/DIN, injected

Product details:

Product image for illustration purposes only.

grey - RAL 7032·
injected, for butt welding·
DIN EN ISO 15494/C·

Art. No.kg/pieceMaterialPNh1z1le1d4d3edSDR
(bar)(mm)(mm)(mm)(mm)(mm)(mm)(mm)

0106002220.018PP-H108522946271.92011
0106002230.033PP-H1010522759322.32511
0106002240.044PP-H1010502668402.93211
0106002250.065PP-H1011522478493.74011
0106002260.085PP-H1012572789614.65011
0106002270.140PP-H10146025102755.86311
0100136290.200PP-H10165521123886.87511
0100136300.315PP-H101780431381058.29011
0100136130.440PP-H1018803715812510.011011
0100213830.540PP-H1025803515813211.412511
0100213860.715PP-H1025833918815512.714011
0100213891.120PP-H10251055221217514.616011
0100213910.920PP-H10301276521218616.418011
0100213942.160PP-H10321235026823218.220011
0100213972.165PP-H10321276526823520.522511

All information provided in respect of technical data shall be considered non-binding. This information does not constitute a guarantee of specific
properties or qualities and shall not be construed as a warranty in regard to product condition, durability or service life. Subject to modifications
and errors. Our standard terms and conditions apply. For further information, please contact our applications engineering team:
pipingsystems@simona.de.
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Technical Data – Fittings - 25.11.2019

PP/Steel Loose flanges, ISO/DIN drilled

Product details:

Ø d2 x n

Ø d6

Ø k

Ø D

b

Product image for illustration purposes only.

Drilled PN 10/16 up to d 180 mm, > 180
mm drilled PN 10·
DIN EN ISO 15494/C, drilled PN 10/16 acc.
to DIN EN 1092/1 (replaces ISO/DIN 2501)·

Art. No.kg/pieceColourMAnzahl nDrilled PNkbDd6d2Load PNDNd
(mm)(mm)(mm)(mm)(mm)(mm)(mm)

0130000010.252greyM12410/1665129527.514161520
0130000210.221blackM12410/1665129527.514161520
0130000020.320greyM12410/1675121053414162025
0130000220.315blackM12410/1675121053414162025
0130000030.488greyM12410/1685161154214162532
0130000230.457blackM12410/1685161154214162532
0130000040.680greyM16410/161001814050.518163240
0130000240.686blackM16410/161001814050.518163240
0130000050.801greyM16410/161101815061.518164050
0130000250.800blackM16410/161101815061.518164050
0130000060.855greyM16410/161251716577.518165063
0130000260.906blackM16410/161251716577.518165063
0130000071.245greyM16410/161452218591.518166575
0130000271.262blackM16410/161452218591.518166575
0130000081.264greyM16810/1616020200107.518168090
0130000281.280blackM16810/161602020010818168090
0130000091.565greyM16810/16180202231281816100110
0130000291.595blackM16810/16180202231281816100110
0130000101.456greyM16810/1618020223134.51816100125
0130000301.490blackM16810/1618020223134.51816100125
0130000112.276greyM16810/1621024250157.51816125140
0130000312.320blackM16810/1621024250157.51816125140
0130000123.538greyM20810/1624024285177.52216150160
0130000323.463blackM20810/1624024285177.52216150160
0130000133.144greyM20810/16240242851882216150180
0130000333.175blackM20810/1624024285187.52216150180
0130000144.616greyM2081029524340235.52210200200
0130000344.633blackM2081029524340235.52210200200
0130000154.137greyM20810295243402382210200225
0130000354.138blackM20810295243402382210200225
0130000167.093greyM201210350304032882210250250
0130000367.233blackM20121035030403287.52210250250
0130000177.002greyM201210350304052942210250280
0130000377.014blackM201210350304052942210250280
0130000189.878greyM20121040034462337.52210300315
0130000389.705blackM20121040034460337.52210300315
01300001916.030greyM20161046039513375.52210350355
01300003915.075blackM20161046039505375.52210350355
01300002019.760greyM24161051544570429.52610400400
01300004019.616blackM24161051544570429.52610400400
01300004125.796blackM24201062044670516.52610500450
01300004225.550blackM24201062044670532.52610500500

All information provided in respect of technical data shall be considered non-binding. This information does not constitute a guarantee of specific
properties or qualities and shall not be construed as a warranty in regard to product condition, durability or service life. Subject to modifications
and errors. Our standard terms and conditions apply. For further information, please contact our applications engineering team:
pipingsystems@simona.de.
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Technical Data – Fittings - 04.11.2019

PP/Steel Loose flanges, JIS drilled

Product details:

Ø d2 x n

Ø d6

Ø k

Ø D

b

Product image for illustration purposes only.

Drilled for JIS B 2220 - 10 K·
JIS B 2220 - 10 K·

Art. No.Load Kkg/pieceColourAnzahl nPNkbDd6d2DNd
(bar)(mm)(mm)(mm)(mm)(mm)(mm)(mm)

013000326100.225grey41670129528151520
013000327100.250grey416751210034.5152025
013000328100.515grey416901612542.5192532
013000329100.618grey4161001813551193240
013000330100.640grey4161051814062194050
013000331100.880grey4161201815578195063
013000332100.965grey4161401817592196575
013000333101.070grey81615018185108198090
013000334101.100grey8161752021013419100110
013000335102.225grey81621024250.515823125140
013000336103.115grey8162402428017822.5150160
013000337103.370grey12162902433024023200225

All information provided in respect of technical data shall be considered non-binding. This information does not constitute a guarantee of specific
properties or qualities and shall not be construed as a warranty in regard to product condition, durability or service life. Subject to modifications
and errors. Our standard terms and conditions apply. For further information, please contact our applications engineering team:
pipingsystems@simona.de.
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Technical Data – Fittings - 19.03.2020

PP/Steel Blind flanges, ISO/DIN drilled

Product details:

Product image for illustration purposes only.

black, grey on request·
Drilled PN 10/16 up to d 180 mm·
DIN EN ISO 15494/C, drilled PN 10, DIN EN
1092/1 (replaces ISO/DIN 2501)·

Art. No.kg/pieceAnzahl nDrilled PNkbDd2Load PNDNd
(mm)(mm)(mm)(mm)(mm)(mm)

0131000030.290410/1665169514101520
0131000040.380410/16751210518102025
0131000050.596410/16851811514102532
0131000060.830410/161001714018103240
0131000071.057410/161101815018104050
0131000081.303410/161251816518105063
0131000091.580410/161451818518106575
0131000102.279810/161602020018108090
0131000112.813810/16180202201810100110
0131000122.867810/16180202201810100125
0131000133.920810/16210242501810125140
0131000147.085810/16240222852210150160
0131000157.139810/16240242852210150180
01310001610.550810295243402210200200
01310001710.607810295243402210200225
01310001814.0401210350303952210250250
01310001914.0401210350303952210250280
01310002026.4801210400344452210300315
01310002139.0001610460395052210350355
01310002250.4001610515465742510400400

All information provided in respect of technical data shall be considered non-binding. This information does not constitute a guarantee of specific
properties or qualities and shall not be construed as a warranty in regard to product condition, durability or service life. Subject to modifications
and errors. Our standard terms and conditions apply. For further information, please contact our applications engineering team:
pipingsystems@simona.de.
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Technical Data – Fittings - 22.11.2019

PP Unions, with EPDM seal

Product details:

grey - RAL 7032·
injected, for butt-welding, union and
union bush with conical thread R (acc.
to DIN EN 10226/1)

·
max. admissable operating overpressure
for water at + 20 °C up to 12 bar·
DIN EN ISO 15494/C·

Art. No.kg/pieceLengthPNRedSDR
(mm)(bar)(")(mm)(mm)

0195000070.055105121/21.92011
0195000080.082110123/42.32511
0195000090.1141171212.93211
0195000100.190123121 1/43.74011
0195000110.260129121 1/24.65011
0195000120.4301351225.86311

All information provided in respect of technical data shall be considered non-binding. This information does not constitute a guarantee of specific
properties or qualities and shall not be construed as a warranty in regard to product condition, durability or service life. Subject to modifications
and errors. Our standard terms and conditions apply. For further information, please contact our applications engineering team:
pipingsystems@simona.de.
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Technical Data – Fittings - 22.11.2019

PP Unions, with FPM seal

Product details:

grey - RAL 7032·
injected, for butt-welding, union and
union bush with conical thread R (acc.
to DIN EN 10226/1)

·
max. admissable operating overpressure
for water at + 20 °C up to 12 bar·
DIN EN ISO 15494/C·

Art. No.kg/pieceLengthPNRedSDR
(mm)(bar)(")(mm)(mm)

0195000130.056105121/21.92011
0195000140.085110123/42.32511
0195000150.1181171212.93211
0195000160.190123121 1/43.74011
0195000170.260129121 1/24.65011
0195000180.4601351225.86311

All information provided in respect of technical data shall be considered non-binding. This information does not constitute a guarantee of specific
properties or qualities and shall not be construed as a warranty in regard to product condition, durability or service life. Subject to modifications
and errors. Our standard terms and conditions apply. For further information, please contact our applications engineering team:
pipingsystems@simona.de.
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Revision: 27.05.2019Trade name: SIMONA® PP-H AlphaPlus®
Date of printing: 19.03.2020

SIMONA® PP-H AlphaPlus®

27.05.2019Data sheet update

PP-H,ECH,16-09-003Moulding compound extruded

DIN EN ISO 19069-1Extruded to moulding compound standard

PP-H,QCH,16-09-003Moulding compound pressed

DIN EN ISO 19069-1Pressed to moulding compound standard

0.910Density, g/cm³,
DIN EN ISO 1183

1700Tensile modulus of elasticity, MPa,
DIN EN ISO 527

33Yield stress, MPa,
DIN EN ISO 527

8Elongation at yield, % ,
DIN EN ISO 527

without breakImpact strength, kJ/m²,
DIN EN ISO 179

9Notched impact strength Charpy, kJ/m²,
DIN EN ISO 179-1eA

72Shore hardness D (15 s),
DIN EN ISO 868

1,6 x 10-4Mean coefficient of linear thermal expansion, K-1

,
ISO 11359-2

≥ 1013Surface resistivity, Ohm ,
DIN IEC 60093

0 to +100Temperature range, °C

DIN 4102 B2 normal flammability
(self-assessment without test
certificate)

Fire behaviour DIN 4102

yesFood compliance EU 10/2011

yesFood compliance FDA

All specifications are deemed to be approximate values in respect of the specific material and may vary depending on the
processing methods used. In general, data specified applies to average values measured on extruded sheets with a
thickness of 4 mm. In the case of sheets manufactured by means of pressing, testing is generally performed on sheets
with a thickness of 20 mm. Deviations from the values specified are possible if the sheets in this thickness are not available.
In the case of backed sheets, all technical specifications relate to the non-backed base sheets. Information presented
herein is not necessarily applicable to other products (e.g. pipes, solid rods) of the same material or products that have
undergone downstream processing. Suitability of materials for a specific field of application must be assessed by the party
responsible for processing or the end-user. All technical specifications presented herein are designed merely to provide
assistance in terms of project planning. They do not constitute a guarantee of specific properties or qualities. For further
information, please contact our Technical Service Centre at tsc@simona.de.
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Revision: 27.05.2019Trade name: SIMONA® PP-H AlphaPlus®
Date of printing: 19.03.2020

Manufacturer details:Identification of
substance/preparation and

1.
SIMONA AG

company Teichweg 16
D-55606 Kirn
Phone: +49 (0) 67 52 14-0
Fax: +49 (0) 67 52 14-211

unknownHazards identification2.

Chemical characteristics: polymer of propylene
CAS number: not applicable

Composition / Information on
ingredients

3.

General comment: medical aid is not necessary
First-aid measures: none
Routes of exposure: none
Symptoms /effects: none

First-aid measures4.

Suitable fire-fighting appliance: water fog, foam, fire fighting powder, carbon
dioxide
Hazard warning notice: not applicable

Firefighting measures5.

Person-related measures: none
Environmental protection measures: not applicable
Cleaning equipment: not applicable
Unsuitable cleaning products: not applicable

Accidental release measures6.

Handling: no special regulations to be observed
Storage: storable for an unlimited period

Handling and storage7.

Special design of techn. processing facilities: not required
Tolerance levels: none
Exposure assessment: none
Respiratory protection: not required
Eye protection: not required
Body protection: not required

Exposure controls / Personal
protection

8.

Phenotype

semi-finished product, solid statePhysical state:
greyColour:
not applicableOdour:

Change of state

160-165 oCCrystalline melting range:
not applicableFlash point:

Other remarks

0.910 g/cm³Density:

Physical and chemical
properties

9.
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Revision: 27.05.2019Trade name: SIMONA® PP-H AlphaPlus®
Date of printing: 19.03.2020

Thermal decomposition: above appr. 572°F
Hazardous decomposition products:
Besides carbon black also carbon dioxide and water as well as low molecular
parts of PP will develop during the burning process. In case of incomplete
burning also carbon monoxide may arise.
Use of stabilisers: none
Exothermic reactions: none
Notices regarding state of aggregation: none
Conditions to be avoided: none
Substances/media to be avoided: none

Stability and reactivity10.

No hazardous effects on health were observed over several years of usage.Toxicological information11.

No biodegradation, no solubility in water, no hazardous effects on the
environment are to be expected.
Mobility: not applicable
Accumulation: not applicable
Eco-toxicity: not applicable

Ecological information12.

Can be recycled or can be disposed of together with household rubbish (acc.
to local regulations).
Waste key for the unused product: EAK-Code 120 105
Waste name: waste of polyolefine

Disposal considerations13.

No dangerous product in respect to / according to transport regulations
Notice/symbol transport containers: none
Special marking for containers: none

Transport information14.

Marking according to GefStoffV/EG: no obligation for marking
Water danger class: class 0 (self classification)
Domestic requirements to be observed: none

Regulatory information15.

This information solely describes the safety requirements of the product(s) and
is based on our current state of knowledge. It does not give any assurance
concerning the product(s) described within the meaning of statutory warranty
regulations.

Other information16.
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